Double Corrolink-S (1000) Span Table
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75mm 6773 6268 6773
100mm 8552 7937 8552

N1 (W28N)
125mm 10000 (10178%) 9447 10000 (10178)*
150mm 10000 (11676%) 10000 (10837%) 10000 (11676%)
75mm 6773 6286 6773
100mm 8552 7937 8552

N2 (W33N)
125mm 10000 (10173%) 9225 10000 (10173%)
150mm 10000 (11417) 10000 (10353%) 10000 (11417%)
75mm 5615 5101 5615
100mm 6904 6272 6904

N3 (W41N)
125mm 8007 7275 8007
150mm 8986 8164 8986
75mm 4563 4149 4563
100mm 5610 5101 5610

N4 (W50N)
125mm 6506 5916 6506
150mm 7302 6639 7302
75mm 5340 4257 5615
100mm 6565 5234 6904

C1 (W410)
125mm 7614 6070 8007
150mm 8545 6812 8986
75mm 4346 3473 4563
100mm 5343 4270 5610

C2 (W500)
125mm 6197 4952 6506
150mm 6954 5558 7302
75mm 3560 2852 3739
100mm 4378 3507 4597

C3 (W600C)
125mm 5077 4067 53233
150mm 5698 4564 5984

In accordance Wind actions: AS/NZS 1170.2:2011 - Clause 5.3, 5.4 and D4;
with Imposed load on roof: AS/NZS 1170.1:2002 - Clause 3.5

*Maximum manufactured ceiling length = 10000mm.

Maximum engineered spans used for cantilever lengths; cantilever ability of the panel is 25% of the
maximum allowable span, provided there is double the desired cantilever as a backspan.
Maximum side eave achieveable is 450mm, based on using a full width panel.

Fixing Details: Fixed to support member with 14g self drilling screws at every alternate crest.
Typically 7 screws to each panel, at each support. Request engineering specs for more information.



