Corrolink-S (1000) Span Table

Wind Class in Maximum Single Span

accordance with Panel Size . -
ASA055-2012 e S | OneSideOpen | goiTvee

50mm 7515 6776 7515
75t 8058 8077 8958
100mm 9343 8425 0343
LIRS ZERY 125mm 9742) 8785 9742
150mm 10000 (10618%) 9574 10000 (10618%)
180mm 10000 (11579%) 10000 (10441%) 10000 (11579*)
E0rmm 6255 5672 6255
75mm 7456 6761 7456
100mm 7777 7052 7777
N2 (W33N) 125mm 8109 7353 8109
150mm 8832 8014 8832
180mm 0638 8739 0638
50mm 4923 4473 4923
75mm 5870 5335 5870
100mm 6121 5561 6121
N3 (W4TN) 125mm 6400 5810 6400
150mm 6956 6320 6956
180mm 7585 6892 7585
50mm 4000 3638 4000
75mm 4768 4336 4768
100mm 4973 4522 4973
N4 (W50N) 125mm 5186 4716 5186
150mm 5652 5139 5652
180mm 6164 5605 6164
50mm 4682 3732 4923
75 5581 4449 5868
100mm 5821 4640 6121
C1Wal0) 125mm 6069 4838 6382
150mm 6615 5273 6956
180mm 7214 5750 7585
50mm 3810 3045 4000
75mm 4547 3630 4768
100mm 4737 3786 4973
(2 {Wa0Q) 125mm 4939 3947 5186
150mm 5383 4302 5652
180mm 5870 4602 6164
50mm 3122 2501 3279
/75mm 3721 2981 3908
100mm 3881 3109 4076
C3 (W60C) 125mm 4047 3242 4250
150mm 4410 3533 4632
180mm 4810 3853 5052
In accordance Wind actions: AS/NZS 1170.2:2011 - Clause 5.3, 5.4 and D4;
with Imposed load on roof: AS/NZS 1170.1:2002 - Clause 3.5

*Maximum manufactured ceiling length = 10000mm.

Maximum engineered spans used for cantilever lengths; cantilever ability of the panel is 25% of the
maximum allowable span, provided there is double the desired cantilever as a backspan.
Maximum side eave achieveable is 450mm, based on using a full width panel.

Fixing Details: Fixed to support member with 14q self drilling screws at every alternate crest.
Typically 7 screws to each panel, at each support. Request engineering specs for more information.



