Double Corrolink Span Table

Wind Class in Maximum Single Span
accordance with Panel Size Fully Enclosed One Side O Two/Three
A54055-2012 Room NESIAELPEN | Sides Open
75mm 5758 5758 5758
100mm 7837 7535 8170
N1 (W28N)
125mm 9000 (9319%) 8959 9000 (9744%)
140mm 9000 (10160%) 9000 (9768%) 9000 (10624%)
75mm 5758 5758 5758
100mm 7837 7535 8170
N2 (W33N)
125mm 9000 (9319%) 8959 9000 (9744%)
140mm 9000 (10160%) 8968 9000 (10624%)
75mm 5277 5088 5459
100mm 6664 6425 6892
N3 (W41N)
125mm 7870 7510 8195
140mm 8460 8070 8890
/5mm 4533 4290 4691
100mm 5520 5270 5800
N4 (W50N)
125mm 6400 6120 6720
140mm 6880 6570 7230
/5mm 5277 4390 5459
100mm 6664 5400 6892
C1(W410)
125mm 7870 6260 8195
140mm 8460 6740 8890
75mm 4490 3580 4691
100mm 5520 4400 5800
C2 (W500)
125mm 6400 5100 6720
140mm 6880 5490 7230
75mm 3670 2950 3860
100mm 4510 3620 4740
C3 (W6e00Q)
125mm 5230 4200 5500
140mm 5620 4510 5910

Wind actions: AS/NZS 1170.2:2011 - Clause 5.3, 5.4 and D4

In accordance with Imposed load on roof: AS/NZS 1170.1:2002 - Clause 3.5

Cantilever / Eaves
The maximum cantilever ability of the panel is up to 25% of the allowable span.
Ensure you have double the desired cantilever as a backspan.
Eg. For a Tm cantilever your panel must be minimum 3m : 2m backspan + 1m cantilever.
The maximum side eave achieveable is 300mm, based on using a full width panel.
Please note: Cantilever and eave spans are non-trafficable.
Fixing Details
Fixed to support member with 14g self drilling screws at every alternate crest
Typically 5 screws to each panel, at each support

More detailed flashing & fixing information available upon request.
Please email sales@versiclad.com.au or call 02 9821 2199.



