Versalink 765mm Span Table

WilaleR@ I Maximum Single Span

accordance Bl o i o . :
with Fully Enclose e e e Two/T ree Sides
AS4055-2012 Room Open
50mm 4512 4512 4512
/5mm 5910 5590 6208
N1 (W28N)
100mm 6690 6330 7060
125mm /600 /190 8010
50mm 4210 4030 4450
/5mm 4900 4690 5180
N2 (W33N)
100mm 5550 5320 5870
125mm 6310 6040 6660
50mm 3320 3170 3490
/5mm 3870 3690 4060
N3 (W41N)
100mm 4380 4170 4600
125mm 4970 4740 5220
50mm 2700 2580 2830
75mm 3140 3000 3300
N4 (W50N)
100mm 3560 3400 3740
125mm 4040 3860 4240
50mm 3180 2520 3330
/5mm 3700 2940 3880
C1 (W410)
100mm 4190 3330 4390
125mm 4750 3780 4990
50mm 2580 2060 2710
/5mm 3000 2390 3150
C2 (W500)
100mm 3400 2710 3570
125mm 3860 3080 4060
50mm 2110 1690 2210
/5mm 2450 1970 2580
C3 (W60Q)
100mm 2780 2230 2920
125mm 3160 2530 3320
In accordance Wind actions: AS/NZS 1170.2:2011 - Clause 5.3, 5.4 and D4;
with Imposed load on roof: AS/NZS 1170.1:2002 - Clause 3.5

Cantilever ability of the panel is 25% of the maximum allowable span, provided there is double the
desired cantilever as a backspan.

Maximum side eave achieveable is 350mm, based on using a full width panel.

Fixing Details: Fixed to support member with 14q self drilling screws at every crest.

Typically 4 screws to each panel, at each support. Request engineering specs for more information.



