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VERSALINK PLUS WIND LOAD SPAN TABLE 

 
This wind load span table is valid for the following: 
1) VERSALINK PLUS: 1100 mm COVER WIDTH WIND LOAD.   
2) VERSALINK PLUS + Skylight 150: 1250 mm COVER WIDTH WIND LOAD. 
3) VERSALINK PLUS + LED Light Strip Extrusion 62: 1165 mm COVER WIDTH  
     WIND LOAD  
 

 
 

 
In accordance with: - 1. Wind actions: 1) AS/NZS 1170.2 - Clauses 5.3, 5.4, and B4;   
       2) AS 4055.   

2. Imposed load on roof: AS/NZS 1170.1 – Clause 3.5: 1.1 kN  
    (110kg) per panel, concentrated load for typical foot-traffic.   

   3. AS/NZS  1170.0 – Table C1: Suggested deflection limit  
        Span/200. 

  

Site wind 
classification in 
accordance with 

AS4055 

Core Thk  
(mm) 

Maximum Single Span (mm) 
 

Fully 
Enclosed 

Room 

One-Side 
Open 

Two/Three 
Sides Open 

 
 

N1  

50 5474 5080 5474 
75 6886 6391 6886 
100 6933 6435 6933 

 
 
 

N2  

50 5474 5080 5474 
75 6740 6112 6740 
100 6903 6259 6903 

 
 
 

N3  

50 4489 4078 4489 
75 5305 4820 5305 
100 5433 4936 5433 

 
 

Notes:  
1. This Table is only applicable for Structural Insulated Roof Panels (SIRP) 

manufactured with insulation butt-joint position off-centre as in SIRP used in 
structural load tests, 1000 mm cover width [Ref. 13]. 

2. This table shall be studied in conjunction with all the information included in 
this document on: Sheet 2 of 4, Sheet 3 of 4, Sheet 4 of 4.  
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Fixing Detail:  
1. Fixed to support member with 14g self-drilling screws at every crest 
2. Typically screws on all crests of a panel, 5-off screws to each panel, at each 

support. 
3. For wind load cover width 1250 mm, the uplift load capacity of fixing to supporting 

members shall be based on engineering specifications from a Professional Engineer 
[Ref. 1] for: - 1) Screw pull-out; 2) Screw pull-over; and 3) Depth of penetration, 
in to supporting members.  

4. Fixing and Installation details of Skylight to Structural Insulated Roof Panels (SIRP) 
shall be as per Versiclad Pty Ltd construction details drawings. 

 
 
Panel Overhang: 
1. Maximum span overhang in direction of panel length = 25% of allowable span; and 

Back-span shall be at least 2 x cantilever span – prior to construction & 
installation, in case this statement is not clear, this statement shall be clarified 
with VERSICLAD. 

2. Maximum side overhang in direction of panel width = 450 mm 
 
 
 
NOTES applicable to Span Tables:   
1. All windows included in the building shall be rated N1, N2, N3  in accordance with 

AS 2047 (latest revision): - Windows and external glazed doors in buildings. 
2.    All glass included in the building shall be rated N1, N2, N3 in accordance with AS 

1288 (latest revision): – Glass in buildings – Selection and Installation. 
3. The building envelope (windows, doors and cladding) shall be capable of resisting 

impact loading from windborne debris in accordance with Clause 5.3.2 – Openings 
and Clause 2.5.8 – Impact Loading from Windborne Debris, in AS/NZS 1170.2 
[Ref. 6]. 

4. Performance of the installed VERSALINK PLUS 1100 structural insulated roof 
panels, VERSALINK PLUS 1100 + Skylight, VERSALINK PLUS 1100 + LED Light 
Strip Extrusion, due to thermal expansion and contraction shall be verified by the 
Architect or Building Designer prior to construction and installation, based on local 
weather and climate. 
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Full Enclosed Room  

 
 
         One-Side Open                  Two-Sides Open 

 
 
 
        Three-Sides Open  
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This span table and structural engineering certification is based on:   
1. Referenced National Construction Code [Ref. 1] and Australian Standards [Ref. 2] 
 to [Ref. 11];  
2. Referenced design manual [Ref. 12];   
3. Structural load testing [Ref. 13]; and   
4. Structural analysis and design calculations held on file. 
 
 
 
 
 
Kishore Honavar 
MIEAust CPEng - Chartered Professional Engineer 733503 
National Engineering Register (NER) – Engineers Australia 
APEC Engineer IntPE(Aus) 
Registered Professional Engineer in Queensland – RPEQ 7652 
Endorsed Building Engineer in Victoria – Reg No. PE0003690 
Director & Principal Engineer - Innovative Construction Engineering Solutions Pty Ltd 
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